[image: image2.jpg]- o ‘.&*{*;:!‘,





UDH3205

5-Port 10/100M Dual Speed Hub
FEATURES

· Complies with Fast Ethernet IEEE802.3u Class II and IEEE802.3 standard

· Supports 5 10/100Mbps dual speed RJ-45 ports in each hub

· Cascaded two stacks via uplink port without crossover cable

· Plug and play operation

· Automatic partition of faulty ports to isolate the network failure

· Rich diagnostic LED indicators of each port and the system

· External Power Adapter
OVERVIEW 

The dual speed hub delivers the reliable and fast network connectivity for power workgroups and other bandwidth demanding environment. Each RJ-45 port could automatically sense and adjust to run at 10 or 100Mbps, making network speed upgrades easy and effortless. Meanwhile, the dual speed hubs help to keep all the existing investment on 10Mbps legacy LANs and provide a link path between 10Mbps and 100Mbps networks.

With build-in switching capability, the 10Mbps and 100Mbps segments could transparently intercommunicate without any other external device? help. If you want to cascade two hubs together then the most straightforward way is connecting any uplink port in one hub to any hub port in the second hub but the distance must be limited within 205 meters according to the Fast Ethernet Class II repeater specifications.

The hub is absolutely plug-and-play without any software to configure and also fully compliant with all kinds of network protocols. Moreover, the rich diagnostic LEDs on the front-panel for providing the operating status of individual port and whole system.

	


SPECIFICATIONS

	Standards Conformance
	IEEE802.3u, 100Base-TX Class II repeater
IEEE802.3 10BASE-T

	Interface
	Five RJ-45 dual speed ports

	Expandability
	Supports up to 8 ports when cascading two hubs together

	Uplink port support
	A push button setting in port 1X

	Cable Connection
	100Mbps: Category 5 UTP cable
10Mbps: Category 3, 4, 5 UTP cable

	Switching Architecture
	Store and forward
256 K RAM buffer for whole system
Above 1.5K MAC table for whole system

	LED Indicators
	System: Power, Collision (10Mbps, 100Mbps)
Port: Link/Activity, Speed

	Temperature
	0 to 50oC (32o – 122oF) Standard Operation

	Humidity
	10% to 90% (Noncondensing)

	Dimensions
	145(L) x 115(W) x 32(H) mm

	Certification
	FCC Class A, CE Mark

	Power Adapter
	Input: 100 / 240VAC, 50/60 Hz
Output: 5VDC, 2A


ORDERING INFORMATION

	Model
	Description

	UDH3205
	5-Port 10/100M Dual Speed Hub


EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Gigabit Ethernet, Fiber Optic, Wireless LAN, Switches, Hubs, LAN cards, PCMCIA adapters, Converter, Transceivers. As well as Internet Telephony Gateway, Print Servers, Internet Sharing Servers and many others.
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