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UEC2000 Series
10M ISA Plug and Play Ethernet Card
FEATURES

· Plug & play installation 

· Windows 95/98, Windows NT and NetWare supported

· Boot ROM socket for optional remote booting 

· Designed base on high performance Realtek LAN controller
OVERVIEW 

The EUSSO’s family of network interface cards supports conventional ISA bus, as well as the popular PCI bus and PCMCIA Card bus architectures. Offering users the easiest way to set up a network environment. In addition, the Ethernet controller embedded in all EUSSO adapters connects you to Ethernet LANs using a high-performance data path.

Easy Network Installation
Using the drivers provided for Microsoft Windows 95/98/NT and Novell NetWare 4.11 network operating systems, you can optimize the adapter’s configuration to match your machine. This adapter offers full Plug-and-Play functionality for hassle-free operation.

Standards Conformance
Compatible with the NE2000 standard, the UEC2000 series adapters works with most popular network operating systems. A socket is provided for an optional boot ROM for LAN Manager, LAN Server and NetWare RPL. Connecting to the network is easy. With automatic media detection and selection supported, you can use either an RJ45 or BNC cabling interface to connect servers.
EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Ethernet, Fast Ethernet switches, hubs, LAN cards, PCMCIA adapters, transceivers, print servers, Internet sharing servers and many others.

	


SPECIFICATIONS

	Standards
	IEEE 802.3, 10BASE-T, 10BASE2

	Interface
	RJ45 for 10BASE-T and BNC for 10BASE2

	PC Bus Width
	8/16-bit, auto-detectable

	TP Media
	UTP or STP Cat. 3,4 or 5

	Data interface
	16-bit ISA

	I/O address
	16 addresses selections, 200H to 3E0H

	Interrupt channel
	IRQ2(9), 3, 4, 5, 10, 11, 12, 15

	LED indicator
	Link/Activity (UEC2000-TC)
Link (UEC2000-T)

	Boot ROM socket

	Yes

	Temperature
	0 to 55oC (Standard Operation)

	Humidity
	10% to 90% (Noncondensing)

	Dimensions
	UEC2000-TC: 157mm x 63mm
UEC2000-T: 157mm x 46mm

	Certification
	FCC Class B, CE Mark, VCCI Class B, CISPR 22 Class B

	Driver support

	ODI/IPX Driver: NetWare 3.x, 4.x

Packet Driver: FTP PC/TCP, NCSA TCP/IP

NDIS Driver: Microsoft LAN Manager, Windows for Workgroup,

Windows 95/98/NT, IBM LAN Server, LAN Support, DEC Pathwork, 

UNIX Driver: SCO UNIX


ORDERING INFORMATION

	Model
	Description

	UEC2000-TC
	10M ISA Ethernet Card for 10BaseT and 10Base2

	UEC2000-T
	10M ISA Ethernet Card for 10BASE-T
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