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UEC2200 Series
10/100M PCI Fast Ethernet Card
FEATURES

· Plug & play installation 

· PCI 32-bit bus master architecture provides high throughput

· Full-duplex operation

· Auto negotiation for automatic speed selection (10M or 100M)

· Boot ROM socket for optional remote booting

· Support ACPI Wake-On-LAN function
· Supports extensive LED indicators for network diagnostics

OVERVIEW 


The PCI Local Bus delivers higher data throughput that eliminates I/O bottlenecks, making it far superior to ISA, EISA and MCA architectures. EUSSO Fast Ethernet adapter is a high performance 10M and 100M adapter based on this advanced bus architecture.

To complement PCI Local Bus computers, the UEC2200 series supports 32-bit data transfer and reduces CPU loading by using bus master architecture. This Fast Ethernet Adapter is environmentally friendly by providing the ACPI Suspend function supporting Windows 98 power saving feature. Furthermore, UEC2200-W provides flexibility to the system administrator job by providing ACPI Wake-On-LAN feature allows properly equipped PCs to be awakened from a power-off state at any time of the day or night.

It is plug and play, auto-sensing network speed for easy installation. The boot ROM socket is provided to support remote booting. The UEC2200 series is a full-featured, high performance Ethernet adapter series offering the best price/performance ratio in the market.
EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Ethernet, Fast Ethernet switches, hubs, LAN cards, PCMCIA adapters, transceivers, print servers, Internet sharing servers and many others.
	


SPECIFICATIONS

	Standards
	IEEE 802.3, 10BASE-T
IEEE802.3u, 100BASE-TX
Meets PCI Local Bus Specification, rev 2.0 or later

	Interface
	RJ45 for 10BASE-T and 100BASE-TX

	TP Media
	10Mbps mode: Cat. 3,4 or 5, 100Mbps mode: Cat. 5

	ACPI
	Suspend

	Data interface
	32-bit bus mastering PCI

	I/O address
	Automatically determined by BIOS configuration

	Interrupt channel
	INT A, mapping to BIOS IRQ setup

	Full duplex
	10M and 100M bit per second

	LED indicator
	UEC2200-B/ 2200-W: 10 Link, 100 Link, Activity
UEC2200: Link/Activity

	Boot ROM socket

	UEC2200-B, UEC2200-W: Yes
UEC2200: No (SMD Boot ROM only)

	Temperature
	0 to 55oC (Standard Operation)

	Humidity
	10% to 90% (Noncondensing)

	Dimensions
	UEC2200-B/2200-W: 120mm x 35mm
UEC2200: 120mm x 38mm

	Certification
	FCC Class B, CE Mark

	Driver support

	ODI/IPX Driver: NetWare 3.x, 4.x
Packet Driver: FTP PC/TCP, NCSA TCP/IP
NDIS Driver: Microsoft LAN Manager
Windows 95, Windows NT 3.51
Windows 98, Windows NT 4.0
UNIX Driver: SCO UNIX, LINUX


ORDERING INFORMATION

	Model
	Description

	UEC2200-B
	10/100M PCI Fast Ethernet Card, with Boot ROM socket

	UEC2200-W
	10/100M PCI Fast Ethernet Card with ACPI and Wake-On-LAN function

	UEC2200-S
	10/100M PCI Fast Ethernet Card, (slim size)
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