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	UEC2300-32T 

32-bit PCI 10/100/1000M Gigabit Ethernet Card with UTP Port
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	FEATURES

· Complies with IEEE 802.3 10BASE-T standard

· Complies with IEEE 802.3u 100BASE-TX standard

· Complies with IEEE 802.3ab 1000BASE-T standard

· Complies with IEEE802.3x Flow Control

· Complies with PCI rev 2.0/2.1/2.2 Local Bus Specifications
· Supports 32 bit bus master for high throughput and low CPU utilization 

· Supports both 66 and 33MHz PCI Bus

· Supports both half and full duplex operation

· Plug-and-Play installation with auto setup interrupt line and I/O port address

· Supports IEEE802.1p Prioritization Function for time critical applications

· Supports IEEE802.1Q multiple VLAN tag

· Supports 10/100/1000Mbps auto-sensing capability

· LED display for link status and activities

· Provides drivers for popular operating systems


	OVERVIEW 

High Performance

The Copper Gigabit Ethernet Card is a cost effective high performance network interface card. It operates in 1000Mbps with UTP or STP cable. Supporting prioritization function and VLAN tag function, it is ideal for bandwidth demanding applications. 
Reliable Transmission Media

With four pair twisted pair cable connection, the network is reliable for office and bandwidth demanding network setup.

IEEE 802.3x Flow Control
Flow Control ensures reliable packet transfer and preventing packet lost, increasing reliability and performance.

High speed PCI Bus

The copper Gigabit Ethernet Card can be used in 64-bit or 32-bit, 66MHz or 33MHz PCI Local Bus Master mode, delivering high throughput with lower CPU utilization to increase overall system performance.




SPECIFICATIONS

	System Specifications

	Network Standard
	IEEE802.3 10BASE-T
IEEE802.3u 100BASE-TX
IEEE802.3ab 1000BASE-T

	System Interface
	PCI V2.0/2.1/2.2 32-bit 66/33 MHz

	Network Port
	One UTP Gigabit Ethernet port with RJ-45 connector

	Cable Connections
	10BASE-T Cat. 3, 4, or 5 UTP cable,
100BASE-TX Cat. 5 UTP cable, 
1000BASE-T Cat. 5 or 5e cable.

	Max. Distance
	100 meter

	Network Data Rate
	10/100/1000 Mbps Auto-negotiation

	Network Drivers
	Windows 98 / 98SE / Me 

Windows 2000 / XP
Windows NT4.0

NetWare Server 4.x / 5.x

Linux Driver

DOSODI / Packet Driver

	LED indicators
	Link/Activity, Full Duplex / Collision 

	Network Controller chip
	Tamarack TC9021

	Dimension
	133 x 70 mm PCB Dimension

	Weight
	65g 

	Emission
	FCC Class B, CE Mark

	Environment

	Operating Temperature
	0oC to 50oC (32oF to 122oF)

	Storage Temperature
	-20oC to 70oC (-4 oF to 158 oF)

	Operating Humidity
	10% to 90% Non-Condensing

	Storage Humidity
	0% to 95% Non-Condensing


NOTE: 1000BASE-T signaling requires four twisted pairs of Category 5 balanced cabling, as specifies in ISO/IEC 11801:1995 and ANSI/EIA/TIA-568-A (1995) and tested for additional performance using testing procedures defined in TIA/EIA TSB95.

ORDERING INFORMATION

	Model
	Description

	UEC2300-32T
	32-bit PCI 10/100/1000M Gigabit Ethernet Card with UTP Port


EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Gigabit Ethernet, Fiber Optic, Wireless LAN, Switches, Hubs, LAN cards, PCMCIA adapters, Converter, Transceivers. As well as Internet Telephony Gateway, Print Servers, Internet Sharing Servers and many others.
	EUSSO Technologies, Inc.

6F, No.389, Sec.2, Chung Shan Road, Chung Ho City, Taipei 235 Taiwan, R.O.C.
	Tel: +886-2-8221-4616

Fax: +886-2-8221-4607
	Email: sales@eusso.com

http://www.eusso.com
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