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UPE4100

32-bit Cardbus 10/100M Ethernet Adapter
FEATURES

· 5.0 mm Type II credit card size

· Complies with IEEE 802.3 10Base-T and IEEE 802.3u 100Base-TX

· Complies with PCMCIA 1995 PC Card Standard

· PC Card standard 68-pin 32-bit CardBus Interface

· 10/100Mbps Auto-sensing capability

· Full/Half-duplex Auto-negotiation for both 10Base-T and 100Base-TX

· Supports UTP-5 cable or STP-5 cable (optional)

· 3.3V Power consumption

· 10/100Mbps Link active, Full/Half-duplex, and Transmit/Receive LED Indicators
OVERVIEW 

The CardBus 10/100Mbps Ethernet Card is a network adapter card for notebook computers and complies with the CardBus TYPE II standard. It provides 10 and 100Mbps auto-sensing features for easily connect to Ethernet networks of different speeds without additional setup. And with auto-negotiation capability, the card can run in full-duplex mode for both 10 and 100Mbps line speeds to double your network bandwidth.

An Ethernet adapter cable with male RJ-45 connector and a female-to-female RJ-45 adapter are provided for users to choose two kinds of connections: connect to a Hub directly, or connect to a network cable with male RJ-45 connector.

The CardBus 10/100Mbps Ethernet card is switchless and software configurable. An enabler program can successfully drive the card. Even without the card and socket service drivers for CardBus installed, you will still be able to use the card by running the enabler program.

	


SPECIFICATIONS

	Standards Comformance
	IEEE802.3 10BASE-TX, IEEE802.3u 100BASE-TX
PC Card 1995 Standard

	Card Size
	5.0mm Type II

	Communication Mode
	Full-duplex or Half-duplex

	Media Supported
	Category-3,4,5 for 10Base-T, Category 5 for 100Base-TX

	Operating Distance
	100m maximum hub to node distance

	Network Interface
	Single RJ-45 connector for both 10Base-T and 100Base-TX 

	Socket Interface
	68-pin 32-bit PCMCIA socket connector

	LED Indicators
	4 LED: Link, TX/RX, 10/100M, Full Duplex

	Temperature
	0 to 60oC (Standard Operation)

	Humidity
	10% to 90% (Noncondensing)

	Dimensions
	169(L) x 115(W) x 30(H) mm

	Certification
	FCC Class A, CE Mark

	Power Consumption
	3.3V, Normal mode 450mA for 100Base-TX, 



    390mA for 10Base-T
Snooze mode 390mA for 100Base-TX, 


      330mA for 10Base-T


ORDERING INFORMATION

	Model
	Description

	UPE4100
	32-bit Cardbus 10/100M Ethernet Adapter


EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Gigabit Ethernet, Fiber Optic, Wireless LAN, Switches, Hubs, LAN cards, PCMCIA adapters, Converter, Transceivers. As well as Internet Telephony Gateway, Print Servers, Internet Sharing Servers and many others.
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6F, No.389, Sec.2, Chung Shan Road, Chung Ho City, Taipei 235 Taiwan, R.O.C.
	Tel: +886-2-8221-4616

Fax: +886-2-8221-4607
	Email: sales@eusso.com
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