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	FEATURES

· Supports up to 2 modems, 2 ISDN TAs, or 2 leased-line modems 

· Supports "Bandwidth on Demand" 

· Supports DHCP server function 

· Remote Access Service (RAS) 

· Menu driven configuration through telnet or terminal applications 

· Windows based network configuration/monitor (SNMP) program 

· Virtual Server Mapping 

· Software Upgradable 

· Dial on Demand  
	OVERVIEW 

The 2-Port Internet Sharing Server features two RS-232 WAN ports, allowing to connect up to 2 modems, 2 ISDN TAs, or 2 leased-line modems. In general, it has a new stylish appearance and diverse functions. The UIS1202-T simultaneously share 1 or 2 Internet accounts to access the Internet. The Internet line can be dial up when IP packet requesting, and automatically tare down the link when time out of a pre-set period of time. Furthermore, it support remote access server function for dial in demand


SPECIFICATIONS

	WAN Connection
	Supports DHCP client for WAN port

Embedded Web Server

Support Multicast forwarding (IP/TV or Others)

One 10Mbps RJ-45 (UTP) WAN Port

	LAN Connection
	Supports TCP/IP protocol suite

Supports NAT (Network Address Translation)

Built-in DHCP server for LAN

One 10Mbps RJ-45 (UTP) LAN port

Static Routing Table

Support Access Control 

Supports Virtual Server (Local Server Mapping) 

Supports Visual Computer 

Management of Internet SPY utility

	Network Operating System
	Windows 95/98/Me 

Windows NT 

Windows 2000 

UNIX 

Mac OS 8.0 or later

	Management
	Windows-based configuration program 

Supports menu-driven Telnet configuration 

Supports TFTP for easy firmware upgrade over network 

"Easy Button" for Reset/Factory Default

	Hardware
	Embedded high-speed microprocessor 

Built-in SRAM 

Built-in Flash memory 

Built-in EEPROM 

One Reset/Factory Default button

	LAN Port
	One 10Mbps UTP (RJ-45) LAN port

	LED Indicators
	Four LED indictors (Status, Power, LAN Link, WAN Link)

	Power Supply
	External, 9VDC, 1A

	Operating Temperature
	0o - 50oC (32o-122oF)

	Operating Humidity
	5% - 90%, non-condensing

	Certifications
	CE Mark

FCC Part 15 Class A


ORDERING INFORMATION

	Model
	Description

	UIS1202-T
	2-Serial Port Internet Sharing Server


EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Gigabit Ethernet, Fiber Optic, Wireless LAN, Switches, Hubs, LAN cards, PCMCIA adapters, Converter, Transceivers. As well as Internet Telephony Gateway, Print Servers, Internet Sharing Servers and many others.

	EUSSO Technologies, Inc.

6F, No.389, Sec.2, Chung Shan Road, Chung Ho City, Taipei 235 Taiwan, R.O.C.
	Tel: +886-2-8221-4616

Fax: +886-2-8221-4607
	Email: sales@eusso.com

http://www.eusso.com
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