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Internet Broadband SOHO Router
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	FEATURES

· Complies with IEEE802.3 and IEEE802.3u standards

· Complies with HomePNA v1.1 standards

· Seven switching ports for 100Base-TX and 10Base-T connectivity on LAN side
· One 10Base-T Ethernet or 1Mbps HomePNA port on WAN side for Cable modem, ADSL or HomePNA internet connection

· Powerful RISC processor for good system performance

· Support embedded web server for remote management

· Supports Internet game and multi-media applications 

· Software upgradeable by TFTP

· Support Filters for better system control (URL filter, Service filter, IP filter, MAC filter) 
· Support PPP and PPPoE protocol

· Support NAT function

· Support DHCP client and server function

· Support wall-mount capability
· Rich diagnostic LEDs support
· External power adapter
	OVERVIEW 

The Broadband Router is a LAN/WAN connection device that is used for multiple users to share one Cable modem, ADSL or HomePNA internet line. With its built-in 7-port 10/100Mbps auto-sensing Ethernet switch ports, users can link multiple computers to Internet without hassle. It is an integrated communication solution for LAN users to share broadband Internet access.
SOFTWARE SUPPORT

· Embedded Web Server

· DHCP Server and Client

· Virtual Server

· Virtual Computer

· PPPoE Support

· Static Route


SPECIFICATIONS

	Standard
	IEEE802.3 10Base-T Standard

IEEE 802.3u 100Base-TX Standard

HomePNA v1.0/v1.1

	Network Interface
	LAN: Seven 10/100Mbps switching ports, One uplink port

WAN: One 10Base-T Ethernet ports for Cable modem, ADSL or one HomePNA internet connection

	NWay Protocol
	Network speed: 10Mbps and 100Mbps

Duplex mode: Full and Half

	Filtering/Forwarding Rate
	10Mbps: 14,880pps/14,880pps

100Mbps: 148,800pps/148,800pps

1000Mbps: 1,488,000/1,488,000pps

	Network Data Rate
	Auto-negotiation (10Mbps, 100Mbps)
HomePNA (1Mbps)

	Transmission Mode
	Auto-negotiation (Full-duplex, Half-duplex)

	Console Port
	Fix Baud Rate 9600, One Stop Bit, 8-Bit Data Transfers, 

None Parity Check Bit

	Cable Connection
	RJ-45 (10Base-T): UTP Category 3,4,5

RJ-45 (100Base-TX): UTP Category 5

RJ-11 (1Mbps HomePNA): phoneline

	LED Indication
	System: Power, Status, HTTP, Mail Packet

LAN: Speed, Link/Activity, FDX/COL

WAN: Link, Activity, COL

	Operating Temperature
	0o- 50oC (32o-122oF)

	Operating Humidity 
	10% - 90%, non-condensing

	Dimension
	210 x 147 x 37 mm (WxDxH)

	Power
	5V, 2A External Power Adapter

	Certifications
	FCC, Part 15, Class A

CE Mark (EN55022,ClassB,EN50082-1)


ORDERING INFORMATION

	Model
	Description

	UIS1700
	Internet Broadband SOHO Router with 7-Port Switch


EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Gigabit Ethernet, Fiber Optic, Wireless LAN, Switches, Hubs, LAN cards, PCMCIA adapters, Converter, Transceivers. As well as Internet Telephony Gateway, Print Servers, Internet Sharing Servers and many others.
	EUSSO Technologies, Inc.

6F, No.389, Sec.2, Chung Shan Road, Chung Ho City, Taipei 235 Taiwan, R.O.C.
	Tel: +886-2-8221-4616

Fax: +886-2-8221-4607
	Email: sales@eusso.com

http://www.eusso.com
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