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	GL2411-RT

11Mbps Wireless LAN            Access Point Router
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	FEATURES

· Complies with IEEE802.11b Wireless LAN standards

· Complies with 10Base-T/100Base-TX Ethernet standards 

· Provides Internet IP Sharing (NAT) for both wireless and wired Ethernet clients

· Support ADSL/Cable Modem for Broadband Internet Connection

· Additional RS-232 port for  Analog Modem or TA connection for backup
· DHCP Server for Private LAN Automatic IP Configuration

· User Friendly Web Based Management

· Works for TCP/IP network and independent to the Network Operating Systems
	OVERVIEW 

The Wireless Access Point Router GL2411-RT is a high-end wireless Internet access router designed to deliver world-class IP services with the performance, security, and the Quality of Service control needed to build next generation IP/Internet business services. It is fully compatible with the IEEE 802.11b wireless standard used the Direct Sequence Spread Spectrum and with 10/100Mbps Ethernet LAN connectivity. The LAN users can connect either through Ethernet network or wireless LAN to be connected to the Internet via an Ethernet port through any ADSL or Cable modem. It provides excellent levels of security, robustness and roaming features required for your business with a data rate up to 11Mbps. There are essential functions for an enterprise daily operation like DHCP, Hacker Logging, VPN, firewall.. etc. It is focusing on providing a simple Wireless Internet Access solution for the SOHO users.

LAN/WAN interface module of the GL2411-RT supports one on-board 10/100 Ethernet RJ45 port and one compliant with IEEE802.11b access point, meanwhile provides the bridging between 10/100Mbps Ethernet and Wireless LAN. In the WAN interface users can browser thru one Ethernet RJ45 port for broadband connection to ADSL or Cable Modem, or via one RS232 port connected to modem or ISDN.

GL2411-RT is working based on the browser-based configuration and firmware download - OS independent and easy-to-use -, with a plug and play installation. From the comprehensive LED display users can easily recognize the device and network status.



ROUTER SPECIFICATIONS

	WAN Connection
	

	Broadband Connection Support
	High-speed DSL or Cable connection

	Network Transmission Speed
	10Mbps, UTP(RJ-45)

	DSL Connection Type
	Always-On, PPPoE

	PPPoE DSL Connection
	Dial-on-Demand & Auto-Disconnection

	PPPoE DSL Diagnostics Support
	Yes

	Dialup Connection Support
	14.4Kbps - 56Kbps analog modem, ISDN/TA

	Dialup Connection Type
	PPP

	Dialup Connection
	Dial-on-Demand & Auto-disconnection

	Dialup Connection Backup
	Yes (manual)

	Protocol Support
	TCP/IP, PPP, PPPoE, RIP-I,RIP-II

	DHCP Client Support
	Yes

	IP Multicast Support
	Yes (Forwarding)

	Multidedia Streaming
	RTSP (Real Player, Quick Time, IP/TV, Video on Demand, H.323, etc..

	Virtual Private Network
	Yes (pass-through)

	LAN Connection
	

	Protocol Support
	TCP/IP, NAT (Network Address Translation)

	Multi-NAT Support
	Yes (5 real IP Addresses)

	Network Operation System
	Windows 95/98/ME, Windows NT/2000, Mac OS, Linux

	Protocol Support
	TCP/IP, RIP-I, RIP-II

	Build-in DHCP Server
	Yes (User definable IP Range & Fixed IP Table)

	Local Server Mapping
	Yes (8 TCP Ports and 4 UDP Ports)

	Internet Visible Computer
	Yes (1)

	User-definable Static Routing Table
	Yes

	Internet Access Control
	Yes (Packet Filter)

	Internet Connection Spying
	Yes

	Management
	Setup Wizard

Web Browser Management

Telnet for easy-to-follow menu-driven management

TFTP Software Upgradeable

SNMP Management

Hardware Reset / Load Default button


SPECIFICATIONS

	Wireless LAN Specification
	

	Standard
	IEEE802.11b Wireless LAN Standards

	Protocol
	CSMA / CA (Collision Avoidance) with ACK

	Emission Type
	Direct Sequence Spread Spectrum (DSSS)

	Modulation
	DQPSK, DBPSK and CCK

	Frequency Range
	2.4 to 2.497GHz ISM Band (Industrial Scientific Medical Band)

	Operating Channel
	11 Channels : (US, Canada)

13 Channels : Europe
14 Channels : Japan

	Data Rate
	11 / 5.5 / 2 / 1 Mbps with auto fallback

	Transmission Power
	12 dBm minimal 

	Receiver Sensitivity
	-80 dBm typical

	Bit Error Rate
	1E-5 @ -83dBm

	Encryption
	64 / 128 bit WEP

	Antenna Type
	External 2 dipole antenna with gain 2dBi max

	Typical Operating Range (Depends on Environment)
	50m indoor, 200m outdoor for 11Mbps

80m indoor, 300m outdoor for 5.5Mbps

120m indoor, 350m outdoor for 2Mbps

150m indoor, 400m outdoor for 1Mbps

	Emission Compliant
	FCC Part 15 Class B and C (USA)

ETSI 300 328, ETSI 300 826, EN60950, CE (Europe)

MPT RCR STD 33, T66 (Japan, Customerized)

	Electrical Specifications
	

	Power Adapter
	AC-DC Power Adapter, Input: 100-240V, Output: 5V

	Power Consumption
	1 Amp max

	Processor
	Arm7 CPU 

	Memory Configuration 
	1M Bytes Flash 4M Bytes DRAM 

	RF Baseband Processor 
	HFA3861B or HFA3863 

	RF Media Access Control 
	HFA3841/HFA3842

	Management 
	Embedded browser interface for configuration and Firmware download

	Physical
	

	LAN Interfaces
	One 10/100M Ethernet (RJ45) Port

One IEEE802.11b 11Mbps Access point

	WAN Interfaces 


	One Ethernet RJ45 port for broadband ADSL/Cable modem

One RS232 port for 56Kbps V.90 analog modem (Optional)

	Operating Temperature
	0o - 55o C (32o -131o F)

	Storage Temperature
	0o - 70o C (32o -131o F)

	Operating Humidity
	0% - 70%, non-condensing

	Storage Humidity
	0% - 95%, non-condensing

	Dimension
	238 x 164 x 45 mm 

	Weight
	750gm


ORDERING INFORMATION

	Model
	Description

	GL2411-RT
	11Mbps Wireless LAN Access Point Router for Broadband ADSL/Cable Modem


EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Gigabit Ethernet, Fiber Optic, Wireless LAN, Switches, Hubs, LAN cards, PCMCIA adapters, Converter, Transceivers. As well as Internet Telephony Gateway, Print Servers, Internet Sharing Servers and many others.
	EUSSO Technologies, Inc.

6F, No.389, Sec.2, Chung Shan Road, Chung Ho City, Taipei 235 Taiwan, R.O.C.
	Tel: +886-2-8221-4616

Fax: +886-2-8221-4607
	Email: sales@eusso.com

http://www.eusso.com
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