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	UWL1100 Series  

11Mbps Wireless LAN PCMCIA Adapter
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	FEATURES

· Complies with IEEE802.11b standard 

· Complies with PCMCIA 2.1 and JEIDA 4.2 standard

· Wire-free access to networked resources from anywhere

· Delivers data rate up to 11Mbps

· Dynamically shifts between 11, 5.5, 2, and 1Mbps network speed

· Auto speed based on signal strength for maximum availability and reliability of connection

· Allows users move between Access Points without resetting their connection reconfiguration

· Built-in antenna or optional various type antenna optional

· Uses 2.4GHz frequency band, which complies with worldwide standards

· Supports most popular operating systems: Window 95/98/2000/NT 4.0/ME
	OVERVIEW 

The 11Mbps Wireless LAN PCMCIA Adapter complies with the IEEE802.11b standard for data transmission and implements four high-extension data rates of 1, 2, 5.5 and 11Mbps with automatic rate selection. Without the limitation of traditional wired LAN environment, wireless communication provides much flexibility and mobility to expand the working environment that is not good for cabling, like home, warehouse, lobby, and other public places.




SPECIFICATIONS

	Radio
	

	Network Standards
	IEEE802.11b Wireless LAN Standards

	Protocol
	CSMA / CA

	Frequency
	2.4 to 2.4835GHz (Industrial Scientific Medical Band)

	Channels
	11 Channels : North America

13 Channels : Europe

	Data Rate
	11Mbps/5.5Mbps/2Mbps/1Mbps

	Modulation Technique
	Direct Sequence Spread Spectrum BPSK/QPSK /CCK

	Coverage Area
	Closed Space: 25m at 11Mbps

                       100m at 5.5Mbps or lower

	Electrical
	

	Power
	DC +3.3V/+5V, Transmit/330mA, Receive/200mA

	Bit Error Rate
	1E-5 @ -83dBm

	Output Power
	17dBm (typical) 

	Receiver Sensitivity
	-85dBm Min. 

	Software
	

	Device Drivers
	Support Windows 95/98/NT /2000/ME and Linux

	Roaming
	802.11 compliant

	Physical
	

	Type
	Extended PCMCIA Type II

	Standards
	PCMCIA 2.1 and JEIDA 4.2

	Antenna Type
	Flat antenna (Monopole internal antenna)
Bendable antenna (Dipole Antenna)

Diversity antenna (Dipole Antenna)

External antenna (Dipole Antenna)

Mountable antenna (Dipole Antenna)

	Dimension
	Monopole: 122x54x10mm

Dipole: 110x54x11.5mm

	Operating Temperature
	0o - 45oC (32o-113oF)

	Operating Humidity
	10% - 90%, non-condensing

	Certifications
	FCC, CE, WiFi


ORDERING INFORMATION

	Model
	Description

	UWL1100-F
	11Mbps Wireless LAN PCMCIA Adapter with build-in Flat Antenna

	UWL1100-P
	11Mbps Wireless LAN PCMCIA Adapter with Mountable Antenna and PCI bus Adapter

	UWL1100-M
	11Mbps Wireless LAN PCMCIA Adapter with Mountable Antenna

	UWL1100-D
	11Mbps Wireless LAN PCMCIA Adapter with Diversity Antenna

	UWL1100-B
	11Mbps Wireless LAN PCMCIA Adapter with Bendable Antenna

	UWL1100-E
	11Mbps Wireless LAN PCMCIA Adapter with External Antenna


EUSSO Technologies, Inc. is a dedicated data communication and networking company. With professional experiences in design, production, marketing and service support, we deliver the full range networking products including Gigabit Ethernet, Fiber Optic, Wireless LAN, Switches, Hubs, LAN cards, PCMCIA adapters, Converter, Transceivers. As well as Internet Telephony Gateway, Print Servers, Internet Sharing Servers and many others.
	EUSSO Technologies, Inc.

6F, No.389, Sec.2, Chung Shan Road, Chung Ho City, Taipei 235 Taiwan, R.O.C.
	Tel: +886-2-8221-4616

Fax: +886-2-8221-4607
	Email: sales@eusso.com

http://www.eusso.com
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