2.4GHz 22Mbps Wireless
Network PCI Adapter

Quick Installation Guide

System Requirements:

- Windows 98, 98SE, Millennium Edition (ME), 2000, and XP computers
- PC with Pentium II 300MHz system or above is recommended

- Equipped with at least one empty PCI socket available.

- One CD-ROM drive

Setup and Installing the 22Mbps Wireless Network PCI Adapter
Note! 22M WLAN Adapter Utility Setup will disable the WinXP Zero Configuration Utility for

Wireless LAN. If you want to enable the 802.1X Authentication Security Function in WinXP Zero
Configuration Service, please exit from the 22M WLAN Adapter Utility Installation, and use the
Win XP Zero Configuration Utility only.

Installing Utility Program

Make sure that the
22Mbps Wireless

NOT inserted into your
Wireless LAN Product Senes

Please sclect product. Install the appropriate software.

computer.

@ PC Card/PCl Card

v @ Access Point
22 Mbps

Turn on the computer. Wireless
Insert the software CD
into the CD-ROM Drive.

Please note that the installation screens in this quick guide are captured from WindowsXP. The other

Windows systems will have similar screen for the installation procedure.
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Network PCI Adapter is Install Uninstall User Manual  CD Contents




Click on the “PC
Card/PCI Card” option

on the left selection menu. Install Uninstall User Manual CD Contents

Wireless LAN Product Series

Pleas ct product. Install the appropriate software

e

@ Access roint

® Router

Click on “Install” button
to start Utility installation.

»Install | Uninstall | UserManual | CD Contents

Wireless LAN Product Serles

Plcase select product. Install the appropriate sofiware.

@ PC Card/PCl Card

@ Access Point

PC Cuzd/PEICI

TnstallShield Wizard InstallShield Wizard x|

starts. Click “Next” to
i Welcome to the Ir!gtaIIShieId_Wizard for 22M
continue. :

WLAM Adapter Utility and Driver

The InstallShield® Wizard will install 228 WLAN Adapter
Utility and Driver on your computer. To continue, click
M ext.

< Mest » | >Cancel |

S
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Click “Next” to install the
program files in the
default folder.

Select the second option,
and click “Finish” to

complete the installation.

Turn off your computer, and make sure the

power core is unplugged.
Open the computer case.

Insert the 22Mbps Wireless Network PCI
Adapter into the PCI socket on the mainboard

of your computer.

Seal the computer case and plug the power back

on.

Turn on your computer

InstallShield Wizard

Choose Destination Location % '
Select folder where Setup will install files. .

Setup will install 220 WLAN Adapter Utility and Driver in the following folder.

Toingtall to this folder, click Mest. To install to a different folder, click Browse and select
another folder.

Destination Folder

C:AProgram Filesh 22k WLAN Browsze...

<Eack< MHext > | , Cancel |

#

InstallShield Wizard

InstallShield Wizard Complete

The InstallShield Wizard has successfully installed 220 WLAN
Adapter Utility and Driver. Before you can uge the program,
wou must restart your computer.

™ ‘s, | want to restart my computer nows.
(% Mo, | vill restart rmy computer later.

Rernowve any disks from their drives, and then click Finish to
complete setup.

Continue with Driver Installation.



Installation of Driver Files

Select the second option
and click “Next” to

continue.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps vou install software for:

TI General Driver Far Production

\) If your hardware came with an installation CD

=2 or Hoppy disk. insert it now.

What do you want the wizard to do?

Select first option then
CliCk on the checkbox Please choose your search and installation options.
click “Browse” button to
specify the driver file %ﬂf the best driver in thm%i@
Uze the check boxes below ta limit or expand the default zearch, which includes local
folder. paths and removable media. The best driver found will be inztalled.
[] Search remaovable media [flappy, CO-ROM...)
‘ Inciude this location in the search: >
() Don't search. | will choose the diiver to install
Choosze thiz option to select the device driver from a list. Windows does not guarantee that
the driver you choose will be the best match for your hardware.
[ < Back ” Mext » ] [ Cancel ]
Go to D:\Driver\WinXP Browse For Folder [?)X]
Clle “OK” Select the folder that contains drivers For your hardware,
+ () Auka Run -
Please note that letter “D:\” represents the % [3) CI5_Daomain
. = |2 Driver _tiliby
CD-ROM driver letter, and select folder = £ TI CarcousCard
“Win98” when installing under Windows 98 O/S = |3 Driver
. ) [ wings
or WinME2000 for Windows ME or 2000 O/S.
w

To view any subfalders, click a plus sign abowe.

4 [ ok R‘H Cancel




Click “Next” to continue

Click “Continue

Anyway” to continue

Click “Finish” to
complete new hardware

installation.

Hardware Update Wizard

Pleaze choosze your search and installation options.

() Search for the best diiver in these locations.

Use the check boxes below to limit or expand the default search, which includesz local
paths and removable media. The best driver found will be inztalled.

[ Search removable media [floppy, CO-ROM. ]

Include this location in the seanch:

E-\New Folder\Driver_UtlinhT] CardBusCard\Drivert w

(") Don't search. | will choose the driver ta install

Chooze thiz option to select the device driver from a list. Windows does nat quarantee that
the driver vou chooze will be the best match for pour hardware.

Hardware Installation

1 E The zoftware you are installing for this hardware:
-
GL242201-0T1

haz not paszed Windows Logo testing ba verify its compatibility
with WWindows <P [Tell me why this testing is important. |

Continuing your installation of thiz software may impair
or destabilize the cormrect operation of pour system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

\

Continue Arymay

STOF Installation

Found New Hardware Wizard
Completing the Found New
Hardware Wizard

The wizard has finizhed instaling the software far:

220 wiLAN Adapter

Click. Finizh to cloze the wizard.




e Configuring 22Mbps Wireless PCI Adapter

You can now launch the configuration utility by clicking on the utility program icon in

the system tray on lower-right corner of the screen, d

or by double-clicking on icon in your desktop.

The following screen would appear, and you can proceed with configuration of the
22Mbps Wireless Network PCI Adapter by clicking Configuration page on the left

menu.

I Wireless LAN Monitor/Configuration Utility

Link Info. Status |Asmc:iated BS55I0=00-03-2F-04-25-85
551D |FgE

T« Rate Z2PBCC  Mbps

Configuration

Secunty
Charinel 10 Fiadio OFf
SiteSurvey

— Link Quality/Signal Strength
About Link. CGuality 97 Signal Strength 100%

— Data Rate

Transmit 0 Kbps Receive 0 Kbps
10000
1000
100
A0
o




~F 'Wireless LAN Monitor/Configuration Utility

Link Info. S5iD |Wire|ess

Configuration
BSS Type |Infrastluctule

Channel |
SiteSurvey

About

Preamble ||_Dng Preamble

=l
[
Tw Rate |22 Mbps FECC -
|
Power Mode |Enntinuous Access Mode ﬂ

Apply | Cancel |

SSID: Service Set Identifier, which is a unique name shared among all clients and
nodes in a wireless network. The SSID must be identical for each clients and nodes in
the wireless network.
BSS Type: There are two types available for selection
e Infrastructure — to establish wireless communication with LAN and other
wireless clients through the use the Access Points.
e  Ad-Hoc — to establish point-to-point wireless communication directly with
other wireless client devices such as wireless network PCI Adapter.

Channel: The value of channel that AP will operate in. You can select the channel
range of 1 to 11 for North America (FCC) domain, 1 to 13 for European (ETSI) domain
and 1 to 14 for Japanese domain.
Tx Rate: Select the data rate for data transmission.
Preamble: Select Long or Short Preamble type. Default is Long Preamble. Preamble
is a sequence of bits transmitted at 1 Mbps that allows the PHY circuitry to reach
steady-state demodulation and synchronization of bit clock and frame start. The Short
Preamble is recommended for high network traffic environments. The Preamble type
used must match that of the wireless Router or Access Point in order to communicate
on the network.
Power Mode:

Continuous Access Mode (default): the PCI Adapter is constantly operating with full

power and it consumes the most power

Maximum Power Save: the PCI Adapter consumes the least power and only operates

when there is wireless network activity.

Power Save: the PCI Adapter consumes the moderate level of power.

For the changes made to any of the items above to be effective, click “Apply”.



° Configuring TCP/IP Setting For 22Mbps Wireless PCI Adapter

Dynamic IP Address V.S. Static IP Address

By definition Dynamic IP addresses are the IP addresses that are being automatically
assigned to a network device on the network. These Dynamically assigned IP
addresses will expire and may be changed over time.

Static IP addresses are the IP addresses that users manually enter for each of the
network adapters.

Go to Start menu > Control ) [Pl Do . =13
File Edit View Fawvorites Tools Adwanced Help #.
Panel > N k ;
anel > Networ ~
. . . Back = | ) ?; ) search Falders -
Connections > Right-click on o v s =
. Address QN bwark C i v BEY o
the active Local Area - e —— 2
_ or High-5peed Internel
connection > Select Network Tasks
“p s Create a new @“ Local Area Connection 2
roperties L - Disabled
P CEmASH r_’) M D-Link DFE-S30TY PCI Fast EE...

3 Set up a home or small
= office netwark

@ Disable this netwark

iy Disable
FieE Status
% Repair this connection .
Repair
®lj Rename this connection
‘:& Wiew status of this BrdoeiComnection:
=G Create Shortout
“hange settings of this
conneckion
Rename
Other Places

[ contral Panel

& 1My Metwork Places B
1My Documents

d My Computer

g

Details

Note: There might be two or more Local Area Connection to choose from. You must
select the one that you will use to connect to the network.



The Local Area Connection

Properties would appear.

Select “Internet Protocol
(TCP/IP)” and Click

“Properties” to continue.

Dynamically Assigned IP Address

—- Local Area Connection Properties

General | Authentication | Advanced

Connect using:

' E222Mbps WLAN Adapter

Thiz connection uzes the following ikerns:

g Client for Microsoft Metworks
i = g for Microzoft Metworks
col [TCRAPT B

S = |nternet Pro

—
.

[ Properties )

Inztall...

Description

Tranzmizzion Control Pratocol/Internet Protocol. The default
wide area network, protocol that provides communication
acrozs diverse interconnected nebworks,

Show icon in notification area when connected

(] ] [ Cancel

The TCP/IP Properties window

appears.

Select “Obtain an IP address

Internet Protocol (TCP/IP) Properties

General | Alternate Configuration

rou can get |F settings assigned automatically if wour network. supports
thiz capability. Otherwize, vou need to ask your network, administrator for
the appropriate P settings.

automatically” if you are on a
DHCP enabled network.

Click “OK” to close the window

with the changes made

><é; Obtain an IP address autamatically >

(%) Obtain DNS server address automatically

{3 Use the following DNS server addresses:

(] Cancel

—




Static IP Address

Select “Use the following IP Internet Protocol (TCP/IP) Properties
address” General
Enter the IP address and subnet You can get [P settings aszigned automatically i wour network, supports
thiz capability. Othensize, you need ta ask yaur netwark adminiztrator far
mask fields. the appropriate IF settings.
i tically
Enter the IP address of the Router== @ Use the following IP addess o
in the Default gateway field. IP address: | 132.188. 1 . 2 |
Subnet mask: | P55 . 295 . 255 . 0 |
Enter the IP address of the Router Default gateway: | ]

in the DNS server field

(%) Use the following DMS server agd
1c ” to close the window referre SEIVED . . .
Click “OKk” to close th d Prefened DNS

Alternate DMS server | . . . |

ak Cancel
—

!Note: The IP address must be within the same range as the wireless route or Access

Point.

Please note that the installation screens in this quick guide are captured from WindowsXP. The other

Windows systems will have similar screen for the TCP/IP configuration procedure.
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